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USB powered with simple plug & play setup 
to receive free-to-air DTT TV & radio services.

The ASP-DSC250+PI-150 provides an easy plug & play 
solution to watch Digital Terrestrial TV (DTT) at home. 
With its compact size and sustainable performance, 
it has proven to be the best choice in indoor 
Digital Terrestrial TV (DTT) antennas*. 
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ASP-DSC250+PI-150 

TECHNICAL SPECIFICATIONS: ASP-DSC250

Applications Indoor stationary reception

Amplifier Low noise single stage amplifier

Connection 3,5 m flexible coaxial cable with
IEC-male connector

Gain 18 dBi

Channels VHF 5 – 12 (174 – 230 MHz)
UHF 21 – 69 (470 – 862 MHz)

Input voltage 5 ± 0,5 VDC

Input current 30 mA typ.

Colour Black

Offering you the best indoor 
reception of DTT signals.

Simple setup:
1: 	 Ensure your TV has a DVB-T/T2 

integrated tuner. 
2: 	 Connect the Space ASP-DSC250 Antenna 

with a PI-150 USB power inserter and 
you’re ready to start enjoying Free-to-air 
Digital Terrestrial TV and Radio Services. 

ASP-DSC250 LCD/LED TV PI-150
with integrated Digital 

DVB-T/T2 TV Tuner
Digital DVB-T2

Amplified Set-top Aerial
USB Power Inserter

Supplies power to the 
aerial via TV’s USB port

DVB-T/T2 
Amplified 
Indoor Digital 
HD TV Aerial 

* 	Use of the ASP-DSC250 anntena is limited to local Sentech 
DVB-T2 over-the-air (OTA) broadcast signals and requires a 
TV with a DVB-T/T2 integrated tuner.

*	 The ASP-DSC250 Amplified Indoor Aerial is powered by the 
PI-150 USB power inserter, which supplies power from the 
TV to the aerial.


