
SCM08 
COMPACT SINGLE CHANNEL 
ANALOGUE MODULATOR 
HEADEND 

The TV modulator converts low frequency 
signal (Audio and Video) from A/V devices 
into high-frequency signal in TV channel 
range. Modulated signal may be transmitted 
for long distances thorough a coaxial cable, 
connected to the antenna input or split into a 
few TV sets with a splitter.

The MOD-SCM08 is a mono, 
double side band (DSB) TV 
modulator designed to operate 
with A/V household devices

ANALOGUE SINGLE CHANNEL
MODULATOR MODULES - IN ONE UNIT
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The ideal solution for private 
cable systems, boutique hotels, 
lodges and SMATV applications
The SCM08 is a compact 8 channel modulator unit designed for 
simple operation and high price/performance ratio.
Having AV sources coming from standard set-top boxes, the 
modulator modules deliver a number of high quality RF channels 
into a distribution network.

SCM08 features:
• Slots for up to 8 modulator modules
• Switch mode power supply
• RF combiner
• Medium or high output level (80dBµV)
• Can be mounted on a wall or in 19“ rack

MOD-SCM08 features
MOD-SCM08 modulator modules are designed for high 
performance signal quality. Programming if the output channel 
and setting of output level is done at each module individually 
by means of a DIP switch. Modules are easily mounted into the 
SCM08 housing.
• Double sided band multi-standard modulator
• Modules are selectable VHF, S-band or UHF
• High performance picture quality S/N >55
• Adjustable output level
• µP controlled PLL synthesis for high stability

Typical application

SCM08 

MOD-SCM08 TECHNICAL SPECIFICATIONS

Video input
Frequency range 100 Hz-6 MHz

Input level/ impedance 1,0V / 75Ω

Input level adjustment 0…-20dB

Audio input
Frequency range 20 Hz-15 kHz

Input level/ impedance 0,7V RMS/1kΩ/50kHz

Input level adjustment 0…-20dB

RF output
Output level/ impedance 85dBmV/75Ω

Output level adjustment 0…-20dB

Channel / frequency range PAL I South Africa*:
S3-S41, ch4-ch12, ch21-ch69: 
111,25...855,25 MHz

B/G CCIR*:
S1-S41, ch5-ch12; ch21-ch69: 
105,25...855,25 MHz

Additional
Frequency stability ±50kHz

Audio carrier frequency 6,0 MHz (I South Africa); 5,50 MHz 
(B/G)

Attenuation RF input / RF output 3dB ±1,5dB

Frequency range for RF input 47-1000 MHz

A/V carrier ratio 13dB

Audio modulation depth 83%

Power supply +12V/250mA

Operating temperature range 10°C… +55°C

Dimensions 94x88x24mm

Weight 0,3kg

* Due to the integrated circuit used in the MOD-SCM08, the modulation of TV 
signal in channels ch12, 13 and S14 - S17 in the PAL I South Africa standard and in 
channels S4, S5 and S12 - S19 in the PAL B/G standard is blocked.

Compact single channel 
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