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Unicable (SCR) 2 Way Smart Splitter
The UNI-SS2 2-Way Smart Splitter allows for the sharing of a single dSCR/dCSS multiswitch or GTU output 
between two set-top-boxes. The intelligent circuitry in the UNI-SS2 prevents DiSEqC signal collisions when 
more than one decoder is connected to a single output.

•	 No DiseqC dSCR/dCSS signals collision
•	 Compatible with any DC level dSCR/dCSS 

Set-Top-Box
•	 Built-in dSCR/dCSS Power Inserter
•	 Compliant with EN50494/EN50607 

standards
•	 Schottky diodes for low voltage drop off

Specifications

TYPE UNICABLE SMART SPLITTER

N° INPUT 1

N° OUTPUTS 2 

FREQUENCY RANGE MHz 5... 2.400

OUPUT LOSS dB 4 

OUPUTS ISOLATION dB ≥16

SUPPORTED STANDARDS EN50494 / EN50607

MAXIMUM CURRENT DRAIN mA 10 

POWER INSERTER RANGE V 12... 20

MAXIMUM DC POWER PASS mA 500

INPUT / OUTPUT RETURN LOSS dB >12

DIMENSIONS mm 58x49x31 
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• 	 The installation of UNI-SS2 and UNI-SS4 smart splitters allows the set-top-boxes to 
share a single unicable multiswitch output with no collisions.

EXPLORA UB 0, 1 AND 2

EXPLORA UB 0, 1 AND 2

EXPLORA UB 0, 1 AND 2

EXPLORA UB 0, 1 AND 2

SINGLEVIEW HD UB 0

SINGLEVIEW HD UB 6

SINGLEVIEW HD UB 3
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